12’=0" OC FOR CARRIER PIPE OR AS
RECOMMENDED BY MFR — MIN 2 INSULATORS PER

PIPE LENGTH. INSTALL AT 3'—0" FROM BELL END
& 3'-0" FROM PLAIN END

1%" MAX CLR BETWEEN
CASING & TOP OF SKIDS

CEMENT GROUT
CAP TYP

DI PIPE

f ‘i : {

CASING INSULATOR
W/CENTERED
CONFIGURATION
SKIDS

BELL/FITTING, \
RESTR STL CASING
CASING INSULATORS
W/PLASTIC SKIDS
» A FILL ANNULAR SPACE
2-0" MAX
W/CLEAN WASHED
(TYP EA END) DRY SAND
END DETAIL SECTION A-A
CARRIER TYPICAL CASING
PIPE DIA DIA REQUIRED
6” 16”
8” 24”
12" 24"
16" 36"
18” 36”
20” 36”
24" 48"
NOTES:

1. REQUIRED CASING MATERIAL AND WALL THICKNESS DEPENDENT UPON
INSTALLATION METHOD, DEPTH OF BURY, SOIL CONDITIONS, AND OTHER FACTORS.
CASING DIAMETER MAY NEED TO BE INCREASED TO ACCOMMODATE GREATER WALL
THICKNESS OF CARRIER PIPE OR CASING.

2. PROVIDE 2" MINIMUM CLEARANCE BETWEEN CASING AND CARRIER PIPE BELLS AND
APPURTENANCES.

S. VERIFY CASING SIZES PRIOR TO ORDERING AND SIZING CASING INSULATORS.

4. ALL CARRIER PIPE TO BE RESTRAINED.
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